
Pub:  ALB_CG_Swingdown 

BenchMark Specifications 

 

5” panel analog meter with fine and coarse ranges; 
digital 16 character display; variable resolution 
to .000005"; inch or metric modes; preset; displays 
all temperature readings, compensated or non-
compensated displacement. 

 

Response times: 10°F change -  
2.0 secs, flat surface 
3.5 secs, curved surface 

30°F change -  
2.4 secs, flat surface 
5.5 secs, curved surface 

Workpiece/Master Temperature sensor accuracy: 
1°F - 140°F (-17°C - 60°C): .18°F (.1°C) 

Interchangeable sensors accurate to .5°C without 
recalibration, to within .1°C with recalibration. 
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 Precision Gages and Temperature Compensation 
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TEMPERATURE 
COMPENSATED 
IN-PROCESS OD 
GRINDING GAGE, 
WITH CONTROL 
GAGING ARM  

 

An operator fr iendly, temperature 
compensated gaging system for in-
process OD gr inding. 
 

Combines Albion’s 
proven BenchMark 
temperature compensated 
gaging ampli fier with the 
“swing down” in-process 
gage arm from Control 
gaging. Comes with 
LVDT, configurable 
temperature sensors that 
mount on the gaging arm, 
analog and digital 
display. 

 
 

Now you can grind directly to final size. 
BenchMark will display size after 
eliminating growth caused by 
temperature. Dimensions are displayed as 
if workpiece and gaging system were 
constantly at a controlled 68�F/20�C. 
There’s no need to control temperatures 
or wait for parts to stabili ze! It’s all done 
in real time - instantaneously. 
 

Detachable key pad is used for set up, 
programming and non-routine operations. 
All controls for regular shop floor use are 
mounted on BenchMark’s front panel. 

Albion Devices, Inc. 
742 Genevieve St., Ste L 
Solana Beach, CA 92075 

Tel: 858-792-9585 
Fax: 858-792-9644 

www.AlbionDevices.com 
e-mail : adi@AlbionDevices.com 

MEASUREMENT
RANGE

RESOLUTION

.01" 2µ"
.001" .2µ"

.254mm .062 microns
.0254mm .0062 microns

BenchMark and 
detachable key pad. 


