
Gauging Transducers

Type 3TL X20

o Precision Manufacture
o High Accuracy
o Half Br idge
o CE Marking
o Repairable

The 3TL X20 Gauging Transducer is manufactured to a super ior
mechanical standard, ensur ing low non-repeatability and a measurement

performance diff icult to match in this type of product.

The 3TLX20 miniature gauging transducer is calibrated over the range of +/-2mm with a full
mechanical and electrical travel of 5.0mm.  The transducer is supplied with two meters of
black oil resistant cable terminated into a 5 pin 270° connector as standard.  If necessary an
alternative connector may be specified at the time of ordering to allow connection to electronic
equipment already in use.  There may be an extra charge depending on the type of connector
specified.

Output sensitivity is set at the time of manufacture and is adjusted by electronic components
mounted on a small PCB housed in the connector.  Where a different connector is used the
PCB may be omitted and replaced by a network of components.  Calibration is carried out by a
computer controlled process using a high precision optical li near encoder as the measurement
reference.  A certificate of calibration for each transducer is available and can be supplied on
request.

Pre-travel on this transducer is completely adjustable from the front end and both pneumatic
push and vacuum retract options are available.
Protection is to class IP64.      All TLX transducers carry the CE mark.
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Specification

Transducer Type 3TLX20A = axial cable exit
3TLX20R = radial cable exit

           3TLX20RV = vacuum retract
3TLX20RP = pneumatic push

Configuration LVDT or Half Bridge
Mechanical Travel 5.0 mm
Calibrated Range +/-2.0 mm
Sensitivity 36.50mv/v/mm into 2k ohm
Connector DIN  5 pin 270 °  or as requested
Linear ity <0.25% of total stroke bsl
Repeatability 0.02um
Residual at Zero <3mV
Carr ier Frequency 10kHz and 13kHz
Energising Voltage 1 - 10 v rms,
Bear ing Type Linear Ball
Minimum Life 10 million cycles
Moving Mass 6 grms
Anti-rotation Max. 1 degree over full travel
Temperature Range 14 to 149 ºF ( -10 to +65 ºC)
Mounting Position Any position
Ball Tip Special tip M2.5 with 3mmTungsten ball
Gaiter M aterial Viton rubber green
Cable Black 4 core screened 2m
Spr ing Force 0.63N at electrical zero

(option 0.25 - 4N)
Pre-travel Adjustable
Protection Class IP64
Service Transducer is repairable

Note that both pneumatic and vacuum versions are always applied to the radial cable out style


